
 

        

 

PRODUCT INFORMATION 
 

PRODUCT NAME: COTE-ALL 

DESCRIPTION: A high quality interior/exterior pure acrylic 

coating. 

PRODUCT BENEFIT : Suitable as a finishing coat for all buildings. 
Quick drying, excellent adhesion to substrate.  

Easy application. Can be tinted to any ultra 
deep color. Second coat may be overcoated 

after 4 - 6 hrs. Good washability. 

TECHNICAL DATA: Type:  A pure acrylic polymer. 
Gloss Level: light-medium sheen 

Re Coating Time: Within 4 - 6 hrs at 23oC 
Theoretical Spreading rate: 4m2 - 7m2 

depending on application. 

Viscosity: 95 - 100ku @ 23oC 
Specific Gravity: 1.25 – 1.35 

Drying Time: Surface 30min - 1 hr15 at 23oC 
                    Hard dry:4 - 6 hrs at 23oC 

Shelf Life: 12 months 

Expected durability on surface: 6 – 8 YEARS  
depending on surface and application 

COLOR RANGE: Various 

METHODS OF APPLICATION: Brush, Roller, Spray 

THINNING: Do Not Thin Down 

CLEAN UP: Use water 

PRECATION: Do Not dilute paint.  Do not apply in wet 
weather. 

PACKAGING: 1 – 5 – 20 – 200 litres  

FLASHPOINT: Non Flammable 

 

 

The above information is given without any warranty, as application is out of our 
control. This data sheet may be changed without notice. The user should contact 
our Technical Division at our Head Office for any further information.  
 


